
OLD POSSUM – SALES PARTICULARS 

The standard specifications for the Nauticat 33 Mk II may be found at: 

https://www.nauticatassociation.co.uk/wp-content/uploads/2020/05/Nauticat-33-

specification.pdf 

OLD POSSUM was built by Siltala yachts in 1989. She is a Nauticat 33 Mk11 version with a 

long fin keel, with bowsprit, ketch rig and raised aft deck. She has the “B” layout with an 

extra head and vanity unit in the aft cabin. 

DIMENSIONS   LOA 33’ 2’’ (10.10m) 

    LWL 28’ 3’’ (8.60m) 

    BEAM 10’ 8’’ (3.25m) 

    DISP 7.7 tons 

 

CONSTRUCTION  GRP hull, deck and superstructure. 

Teak-laid decks 

Long fin keel and skeg rudder 

Dual steering stations (wheelhouse / aft deck) 

Hull treated with Gelshield as a precautionary measure in 1995. 

 

ACCOMMODATION 

Sleeps 7 in 3 cabins. 

Teak interior joinery. 

Eberspacher type four cabin heating system 

Headroom over 6’ in saloon and in wheelhouse. 

Alpine stereo system with 4 speakers. 

Two oil lamps. 

Ships bell. 

Carpets and curtains. 

Extra lights and ventilation fans fitted. 

 

Fore cabin – two single berths convertible to a double with an infill. Heads compartment to 

port with Jabsco toilet. Saloon fitted with U-shaped seating around the dining table – 

convertible to an occasional double berth for visitors. Wheelhouse with wheel placed 

centrally. Aft cabin with double berth and en suite heads. 

DOMESTIC 

Galley fitted with gimballed 3 burner propane stove with oven and flame guards. 

Panasonic microwave. 

ASU Sowester micro-processor fridge. 

Double stainless steel sink unit. 
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Two heads compartments fitted with marine toilets, hand basins and shower in 

forward heads. 

 

MACHINERY   ENGINE 

 

Ford Lehman 2722, 4-cylinder 90 HP diesel engine, fresh water cooled. 

Borg Warner CR-17 hydraulic gearbox. 

Fuel capacity: 132 gallons in 2 steel tanks. 

 

ELECTRICS 

 

12-volt system with 3 X 150a/h batteries. 

TWC charging system 

Adverc battery monitoring system 

Mizzen mast mounted Ampair wind generator. 

240-volt shore power system with Sterling auto battery charging. 

Ring main system with 10 sockets. 

Honda portable generator. 

Infra-red cabin alarm system. 

 

WATER 

 

Pressurised freshwater system. 

Additional manual freshwater system. 

Raritan hot water heating system from engine and 240-volt immersion heater. 

Water capacity: 90 gallons in polypropene tank. 

 

INSTRUMENTATION 

Sunto D110 steering compass. 

Stowe speed/ distance log. 

Raymarine depth sounder (with repeater in cockpit). 

Raymarine 6000 autopilot (with repeater). 

Stowe wind speed and direction indicator. 

Garmin 75 GPS. 

NAVMAN chart-plotter. 

NAVMAN VHF 7000 

Mizzen mast mounted Furuno radar. 

Clock & Barometer. 

Radar Reflector. 

 

 



RIG 

SPARS Mk II version with bowsprit and extended ketch rig with Kemp / 

Selden spars. 

Stainless steel standing rigging replaced 6 years ago. 

Headsail furling system. 

In mast mainsail reefing system. 

 

SAILS 

Furling genoa (No.2). 

Brand new furling mainsail unused. 

Mizzen. 

Dodgers for raised aft deck. 

 

 ON DECK Twin CQR anchors with 50 mtrs 3/8 chain. 

Twin kedge anchors with chain and warp. 

Vetus heavy duty windlass with remote controls. 

Ankaralina stern anchoring system. 

Two boarding ladders. 

Fenders and warps. 

Boathook 

Sun awning. 

Teak deck chests on raised after deck. 

Deck table and folding chairs. 

4-man life raft. 2 life buoys. Wheelhouse front window cover. 

 

SURVEYS December 1998 pre-purchase and January 2014 Insurance surveys available. 

Errors and Omissions Excepted. 

Video 

Maurice Owens may be seen sailing, and onboard, OLD POSSUM at: 

https://www.youtube.com/watch?v=_QI06vBDuGI 
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